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冷轧板、镀锌板、彩涂板、不锈钢板等
Cold-rolled steel coil, Galvanized coil, Color-coated coil, Stainless steel coil, etc.

型号 Model 650型 800型 800型

材料厚度 Processing sheet thickness 0.2mm-2.3mm 0.2mm-2.3mm 0.5mm-3.0mm

材料宽度 Processing sheet width 650mm (MAX) 800mm (MAX) 800mm (MAX)

卷料重量 Coil weight permitted 8ton (MAX) 10ton (MAX) 10ton (MAX)

剪切精度 Cutting accuracy ±0.3mm ±0.3mm ±0.3mm

机组速度 Line speed 80m/min (MAX) 80m/min (MAX) 80m/min (MAX)

原始卷料
Processing material

5



型号 Model 1250型 1600型 1800型 2000型

材料厚度 Processing sheet thickness 0.3mm-2.3mm 0.5mm-3.0mm 0.5mm-3.0mm 0.5mm-3.0mm

材料宽度 Processing sheet width 1250mm (MAX) 1600mm (MAX) 1800mm (MAX) 2000mm (MAX)

卷料重量 Coil weight permitted 20ton (MAX) 20ton (MAX) 20ton (MAX) 20ton (MAX)

剪切精度 Cutting accuracy ±0.3mm ±0.5mm ±0.5mm ±0.5mm

机组速度 Line speed          60m/min

冷轧板、镀锌板、彩涂板、不锈钢板等
Cold-rolled steel coil, Galvanized coil, Color-coated coil, Stainless steel coil, etc.

原始卷料
Processing material 
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型号 Model  400型                          800型 800型

原始卷料 Processing material 冷轧板、镀锌板、彩涂板、不锈钢板等
Cold-rolled steel coil, Galvanized coil, Color-coated coil, Stainless steel coil, etc.

材料厚度 Processing sheet thickness 0.2mm-2.0mm 0.3mm-2.0mm 0.5mm-3.5mm

材料宽度 Processing sheet width 400mm (MAX) 800mm (MAX) 800mm (MAX)

卷料重量 Coil weight permitted 5ton (MAX) 10ton (MAX) 10ton (MAX)

剪切精度 Cutting accuracy 剪切Cutting ±0.3mm  加减速Acc/ decelerate ±0.4mm

剪切速度 Cutting speed 200cuts/min 160cuts/min 120cuts/min

机组速度 Line speed 70m/min-90m/min
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型号 Model 1650型                          1850型

原始卷料 Processing material      冷轧板、镀锌板、彩涂板等
Cold-rolled steel coil, Galvanized coil, Color-coated coil, etc.

材料厚度 Processing sheet thickness 0.5mm-2.5mm 0.5mm-2.5mm

材料宽度 Processing sheet width 1650mm (MAX) 1850mm (MAX)

卷料重量 Coil weight permitted 20ton (MAX) 20ton (MAX)

剪切精度 Cutting accuracy  ±0.2mm  

角度精度 Angle accuracy ±3′

机组速度 Line speed 80m/min

横切线、纵切线、落料线、还有其它...14
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型号 Model

原始卷料 Processing material 冷轧板、镀锌板、彩涂板
Cold-rolled steel coil, Galvanized coil, Color-coated coil

材料厚度 Processing sheet thickness 0.5~3.0mm

材料宽度 Processing sheet width 1850、2050mm（客户指定宽度the customer specify the width）

剪切精度 Cutting accuracy ±0.5mm

剪切毛刺 Cutting burr ≤厚度thickness×3％

剪切直线度 Cutting straightness ≤0.1mm

摆动角度 Oscillating angle ±35°

摆动精度 Oscillating accuracy ±3′
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型号 Model

原始卷料 Processing material 冷轧板、镀锌板、彩涂板
Cold-rolled steel coil, Galvanized coil, Color-coated coil

材料厚度 Processing sheet thickness 0.5~3.0mm

材料宽度 Processing sheet width 1850、2050mm（客户指定宽度the customer specify the width）

剪切精度 Cutting accuracy ±0.5mm

剪切毛刺 Cutting burr ≤厚度thickness×3％

剪切直线度 Cutting straightness ≤0.1mm

摆动角度 Oscillating angle ±35°

摆动精度 Oscillating accuracy ±3′

最大剪切次数 Max. cutting times 83次times/min

送料线速度 Feeding speed 200m/min

机组线速度 Line speed 90m/min
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型号 Model 1600型 1800型 2000型 2200型

材料厚度 Processing sheet thickness 1.2mm-6.0mm 3mm-12mm 5mm-20mm 8mm-25mm

材料宽度 Processing sheet width 1600mm (MAX) 1800mm (MAX) 2000mm (MAX) 2200mm (MAX)

卷料重量 Coil weight permitted 30ton (MAX) 30ton (MAX) 30ton (MAX) 30ton (MAX)

剪切精度 Cutting accuracy ±0.8mm ±1.5mm ±1.8mm ±2.0mm

机组速度 Line speed 60m/min (MAX) 40m/min (MAX) 25m/min (MAX) 25m/min (MAX)

热轧板、热轧酸洗板、不锈钢板等
Hot-rolled steel coil, Hot-acid-cleaning steel coil, Stainless steel coil, etc.

原始卷料
Processing material 
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型号 Model 1600型 1800型 2000型 2200型

材料厚度 Processing sheet thickness 1.2mm-6.0mm 3mm-12mm 5mm-20mm 8mm-25mm

材料宽度 Processing sheet width 1600mm (MAX) 1800mm (MAX) 2000mm (MAX) 2200mm (MAX)

卷料重量 Coil weight permitted 30ton (MAX) 30ton (MAX) 30ton (MAX) 30ton (MAX)

剪切精度 Cutting accuracy ±0.8mm ±1.5mm ±1.8mm ±2.0mm

机组速度 Line speed 60m/min (MAX) 40m/min (MAX) 25m/min (MAX) 25m/min (MAX)
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型号 Model 1600型 1800型 2000型 2200型

材料厚度 Processing sheet thickness 1.2mm-6.0mm 3mm-12mm 5mm-20mm 8mm-25mm

材料宽度 Processing sheet width 1600mm (MAX) 1800mm (MAX) 2000mm (MAX) 2200mm (MAX)

卷料重量 Coil weight permitted 30ton (MAX) 30ton (MAX) 30ton (MAX) 30ton (MAX)

剪切精度 Cutting accuracy ±0.8mm ±1.0mm ±1.5mm ±1.5mm

机组速度 Line speed 50m/min (MAX) 40m/min (MAX) 25m/min (MAX) 25m/min (MAX)

热轧板、热轧酸洗板、不锈钢板等
Hot-rolled steel coil, Hot-acid-cleaning steel coil, Stainless steel coil, etc.

原始卷料
Processing material 
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型号 Model 1650型                          1850型

原始卷料 Processing material      冷轧板、镀锌板、彩涂板等
Cold-rolled steel coil, Galvanized coil, Color-coated coil, etc.

材料厚度 Processing sheet thickness 0.5mm-2.5mm 0.5mm-2.5mm

材料宽度 Processing sheet width 1650mm (MAX) 1850mm (MAX)

卷料重量 Coil weight permitted 20ton (MAX) 20ton (MAX)

送料精度 Feeding accuracy  ±0.2mm  

送料速度 Feeding speed 200m/min (MAX)

机组速度 Line speed 80m/min
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型号 Model 1250型 1600型 1800型 2000型

材料厚度 Processing sheet thickness 0.2mm-2.0mm 0.3mm-3.0mm 0.5mm-3.0mm 0.5mm-3.0mm

材料宽度 Processing sheet width 1250mm (MAX) 1600mm (MAX) 1800mm (MAX) 2000mm (MAX)

卷料重量 Coil weight permitted 20ton (MAX) 20ton (MAX) 20ton (MAX) 20ton (MAX)

宽度精度 Width accuracy ±0.05mm ±0.1mm ±0.1mm ±0.15mm

机组速度 Line speed 200m/min (MAX) 200m/min (MAX) 150m/min (MAX) 150m/min (MAX)

冷轧板、镀锌板、彩涂板、不锈钢板等
Cold-rolled steel coil, Galvanized coil, Color-coated coil, Stainless steel coil, etc.

原始卷料
Processing material 

SLITTING LINE
纵 切 线
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开卷机　分条机　卷取机

高度可靠的机器性能

精确的分条剪切

整齐的卷取

无划伤的张力控制

友好的人机界面

Highly reliable machine performance

Accurate slitting and cutting

Tidy recoiling

Tension control without scratch

Delightful man-machine interface

Decoiler   Slitter   Recoiler
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型号 Model 1600型 1800型 2000型 2200型

材料厚度 Processing sheet thickness 0.8mm-6.0mm 0.8mm-6.0mm 2.0mm-12.0mm 3.0mm-16.0mm

材料宽度 Processing sheet width 1600mm (MAX) 1800mm (MAX) 2000mm (MAX) 2200mm (MAX)

卷料重量 Coil weight permitted 30ton (MAX) 30ton (MAX) 30ton (MAX) 30ton (MAX)

宽度精度 Width accuracy ±0.15mm ±0.15mm ±0.2mm ±0.3mm

机组速度 Line speed 120m/min (MAX) 120m/min (MAX) 80m/min (MAX) 60m/min (MAX)

热轧酸洗板、热轧板等
Hot-rolled pickled coil, Hot-rolled coil, etc.

原始卷料
Processing material 
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型号 Model PRCS20

刀库：长×宽×高 
Tool store: length×width×height

L×2750×3550（L根据加工工艺决定）
L depends on the machining process

机器人X轴行走速度
Robot portal traveling speed in X-axis 2m/s

机器人Y轴提升速度
Robot portal lif ting speed in Y-axis 1m/s

机器人Z轴旋转速度
Robot portal rotational speed in Z-axis 270°/s

机器人抓取重量
Robot portal grab weight ≤500Kg

机器人重复定位精度
Robot portal repeated positioning accuracy ±0.05mm

抓取最薄隔套
Grab the thinnest spacer ≥3mm
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